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Overviews 

The IADIY OV5640 MIPI camera module (ECAIBM01-CM-OV5640) is the default camera included in the 

IADIY AI Vision Kit ECAIKM01, alongside the ECBM01 single board computer. It provides reliable image 

capture for AI vision applications, making it a seamless solution for prototyping and deploying intelligent 

edge systems. 
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Specifications 

Specifications are subject to change without notice. 

 

 

 

 

OV5640 CMOS Sensor 

Model ECAIBM01-CM-OV5640 

Sensor OV5640 

Image Size 1/4 inch 

Pixel Size 1.4 µm 

Image Area 3674 µm x 2738 µm 

Image Pixels & Resolution 2592(H) x 1944(V) 

Output Formats 8/10-bit RGB RAW/RGB565,555,444/CCIR656/YUV422,420/YCbCr422 

and compression 

Image Transfer Rate QSXGA (2592x1944): 15 fps 

1080p: 30 fps 

1280x960: 45 fps 

720p: 60 fps 

VGA (640x480): 90 fps 

QVGA (320x240): 120 fps 

Max S/N Ratio 36dB 

Dynamic Range 68dB 

Sensitivity 600mV/lux-sec@550nm 

Mini illumination 0.1 lux 

Shutter Type Electronic rolling shutter 

Lens FOV 68°, 80°, 120°(Optional) 

Lens Type Focus Fixed 

Lens Holder Standard M7 lens holder 

Optical Filter IR Pass, IR Cut(Optional) 

Power Supply External Input 

Operating Voltage DC 1.5V / 1.8V / 2.8V 

Operating Current 140mA 

Operating Temperature -30 ~ 70°C 

Stable Image Temperature 0 ~ 50°C 

Operating System Request Linux Driver that supports OV5640 

Camera Board 

Size 25.0mm x 25.0mm 

Connector Type 24Pin 0.5Pitch FPC Connecter 
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Technical Drawings 

 

 

Unit mm 

 

 

 

 

 


