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1500m / 2000m Compact Long-Range  

Laser RangeFinder Module  

Key Properties 

- Max Range: ≥1500m 

- Min Range: 5m 

- Accuracy: ±1m 

- Frequency: 0.75~3Hz 

- Wavelength: 905nm 

- Divergence: 3x6mrad 

- Laser Safety: Class1 

- Communication Interface: TTL(UART) 

 

 

Function 
- Single measurement 

- Continuous measurement 

- Baud rate settings 

 

 

Introduction 
The LRFX00M3LSQ is an upgraded version of the LRFX00M1LSQ. It maintains a compact, lightweight 

design while featuring a smaller divergence angle of only 3×6 mrad. This concentrates the laser energy, 

improving the quality of the return signal and enabling the module to measure long-distance targets more 

accurately and stably. We offer two versions, with maximum measurement ranges of 1500m and 2000m, 

respectively. These modules have been widely used in UAVs, unmanned aerial vehicles, and advanced 

targeting systems. 

 

The LRFX00M3LSQ is designed as a compact solution for long-range outdoor applications. Its compact 

form factor reduces the module size to 26×25×14.5 mm, adopts a standard 3.3V TTL UART communication 

interface, and comes with IADIY’s testing software and a USB-TTL cable, making it convenient for users to 

quickly evaluate and integrate into development. 
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1. Specifications 

Technical specifications 

Model name LRF1500M3LSQ LRF2000M3LSQ 

Max Range ≥1500m ≥2000m 

Min Range 5m 

Accuracy ±1 m 

Frequency 
3 Hz @ 5~50m 

0.75~3 Hz @ 50~1500m 

Detection probability ≥98 % 

False alarm rate ≤1 % 

Optical Design 

Wavelength 905 nm 

Divergence 3x6 mrad 

Receive FOV 8 mrad 

Emission aperture Φ10×7.5mm 

Receives aperture Φ15x10mm 

Laser Safety Class 1 

Communication 

Communication Interface 3.3V TTL (UART) 

Baud rate 9600~230400bps, default as 115200bps 

Interface Connector JST-SUR 0.8mm 6P 

Startup time ≤550ms 

Power Consumption 

Input Voltage DC 3~5V 

Operating power consumption ≤1.5 W @25°C 

Mechanical 

Dimension 25 × 26 × 14.5 mm 

Weight 12±0.5g 

Environmental 

Operating Temperature -20 ~ +70 °C 

Storage Temperature -25 ~ +75 °C 

Mechanical Shock 1200g/1ms (GJB150.16A-2009) 

Vibration 5~50~5 Hz，1 Octave range/min，2.5 g 

 

Conditions of measurement:  

1. The measurement target has medium reflectivity and is the size of a building wall. 

2. The measurement target has a reflective surface that is perpendicular to the direction of laser emission. 

3. The measurement is conducted in clear weather conditions, but not in direct sunlight. 
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2. Pin Assignment  
The electrical interface connector model used by LRF1500M3LSQ is JST-SUR 0.8mm 6P, and the specific 

wiring definitions are shown in the table below. 

Pin Definition Description Color 

1 GND Power supply, ground White 

2 VIN Power supply, DC 3~5V Blue 

3 NC Reserve Green 

4 UART_TX Serial port transmitter, TTL_ 3.3V level Yellow 

5 UART_RX Serial port receiver, TTL_ 3.3V level Black 

6 POWER_ON Low level to power on Red 

   

 

3. Dimensions 
3.1 The overall dimensions and user installation interface of the ranging module are depicted in the figure 

below. 
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3.2 The center of mass is located as follows: 

 

 

 

4. Communication 
4.1 UART configuration parameters: 

 At a default baud rate of 115200 bps, the protocol is set to 8N1, and byte data is in hexadecimal. 

   Baud rate: 9600 / 14400 / 19200 / 38400 / 57600 / 115200(default) / 128000 / 230400 

   Data bits: 8 

   Parity bits: None 

   Stop bits: 1 

 

4.2 Data Frame Format for sending and return 

Description 
Number of 

bytes 
Value Remark 

Frame header 2 0x55 0xAA Fixed value 

Command code 1 0~255 Indicates the function parameters of the current command 

Data 1 1 0~255  

Data 2 1 0~255  

Data 3 1 0~255  

Data 4 1 0~255  

Checksum 1 0~255 
Sum of command codes, data1~4 and considering only the 
lower 8 bits 

 

4.3 Command code list 

Command code Description 

0x01 Baud rate setting 

0x88 Single measurement 

0x89 Continuous measurement 

0x8E Stop measurement 
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4.4 Command description 

4.4.1 Single measurement 

Send 

Byte 1 2 3 4 5 6 7 8 

Describe 0x55 0xAA 0x88 0xFF 0xFF 0xFF 0xFF 0x84 

 

Receive 

Byte 1 2 3 4 5 6 7 8 

Describe 0x55 0xAA 0x88 Status 0xFF DATA_H DATA_L Checksum 

*Status: 0 is single measurement failed (DATA_H=0xFF, DATA_L=0xFF) 

       1 is single measurement successful 

*DATA_H: High byte of the measurement result 

*DATA_L: Low byte of the measurement result 

*Example: When DATA_H = 0x23 and DATA_L = 0x45, the distance is calculated as (0x23*256 + 0x45) / 10 = 902.9 m. 

 

4.4.2 Continuous measurement 

Send 

Byte 1 2 3 4 5 6 7 8 

Describe 0x55 0xAA 0x89 0xFF 0xFF 0xFF 0xFF 0x85 

 

Receive 

Byte 1 2 3 4 5 6 7 8 

Describe 0x55 0xAA 0x89 Status 0xFF DATA_H DATA_L Checksum 

*Status: 0xFF is single measurement failed (DATA_H=0xFF, DATA_L=0xFF) 

       0x01 is single measurement successful (DATA_H , DATA_L=measurement result) 

*DATA_H: High byte of the measurement result 

*DATA_L: Low byte of the measurement result 

*Example: When DATA_H = 0x23 and DATA_L = 0x45, the distance is calculated as (0x23*256 + 0x45) / 10 = 902.9 m. 

 

4.4.3 Stop continuous measurement 

Send 

Byte 1 2 3 4 5 6 7 8 

Describe 0x55 0xAA 0x8E 0xFF 0xFF 0xFF 0xFF 0x8A 

 

Receive 

Byte 1 2 3 4 5 6 7 8 

Describe 0x55 0xAA 0x8E Status 0xFF 0xFF 0xFF Checksum 

*Status: 0 is stop measurement failed, 1 is stop measurement successful. 
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4.4.4 Baud rate setting 

Send 

Byte 1 2 3 4 5 6 7 8 

Describe 0x55 0xAA 0x01 0xFF 0xFF 0xFF Baudrate Checksum 

*Baudrate: 0x01 is 9600bps     (Checksum=0xFF) 

          0x02 is 14400 bps    (Checksum=0x00) 

          0x03 is 19200 bps    (Checksum=0x01) 

          0x04 is 38400 bps    (Checksum=0x02) 

          0x05 is 57600 bps    (Checksum=0x03) 

          0x06 is 115200 bps   (Checksum=0x04) 

          0x07 is 128000bps    (Checksum=0x05) 

          0x08 is 230400bps    (Checksum=0x06) 

 

Receive 

Byte 1 2 3 4 5 6 7 8 

Describe 0x55 0xAA 0x01 Status 0xFF 0xFF Baudrate Checksum 

*Status: 0 is setting failed, 1 is setting successful. 

*Baudrate: 0x01 is 9600bps     

          0x02 is 14400 bps    

          0x03 is 19200 bps    

          0x04 is 38400 bps    

          0x05 is 57600 bps   

          0x06 is 115200 bps   

          0x07 is 128000bps    

          0x08 is 230400bps    

 

5. Package List 

 NAME Qty. 

1 LRFX00M3LSQ Laser rangefinder module 1 

2 Serial port cable (JST-SUR 0.8mm 6P) 1 

 

 

 

 


